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1
ANSI REFERENCE BALLAST COMPLIANCE
CIRCUIT FOR LED RETROFIT LAMPS

FIELD OF THE INVENTION

The present invention relates to the field of illumination
using fluorescent and light-emitting diode (“LED”) lamps.
More particularly, the invention relates to an electric circuit
for the operation of the lamps to increase their compatibility
with the ballasts present in the market.

BACKGROUND

A lamp is an energy converter. Although it may carry out
secondary functions, its prime purpose is the transformation
of electrical energy into visible electromagnetic radiation.
There are various types of lamps that are available in the
market namely incandescent lamp, high intensity discharge
lamp, tungsten halogen lamps, tubular fluorescent lamps,
compact fluorescent lamps, induction lamps, mercury lamps,
metal halide lamps, sodium lamps and many more.

A fluorescent lamp or a fluorescent tube is a low pressure
mercury-vapor gas-discharge lamp that uses fluorescence to
produce visible light. High-intensity discharge lamps (HID
lamps) are a type of electrical gas-discharge lamps that
produce light by means of an electric arc, which is between
tungsten electrodes that are in-turn housed inside a translu-
cent or transparent fused quartz or fused alumina arc tube.
These lamps require ballast. The ballast is a device intended
to limit the amount of current in an electric circuit. For
example, inductive ballast is used in fluorescent lamps, to
limit the current through the tube.

These lamps are designed under the American National
Standards Institute (“ANSI”) standard. ANSI standard
describes the essential design features and operating char-
acteristics of reference ballasts for fluorescent and other
lamps.

The traditional ballasts function as constant current
sources. Many lamps use such ballasts to maintain the input
current. The retrofit lamps seek to consume less power, thus
they typically function at the same current and a lower
voltage than the legacy lamps they are replacing. This
generally works well with actual ballasts in the field. How-
ever, ANSI ballast test defines a thevenin equivalent circuit
that is equivalent to ballasts. Thus, when a low voltage lamp,
like retrofit lamp, is provided to the ANSI reference thevenin
equivalent ballast, it increases the input current that in-turn
violates the Underwriters Laboratories (UL) ANSI Ballast
requirement.

The prior art technologies fail to disclose the design
circuits for the LED lamps that are satisfying the operational
characteristics as per UL ANSI standards. Further, none of
the prior art technologies teach about maintaining the com-
patibility of the retrofit LED lamps with the ballasts present
in the market to replace fluorescent or HID lamps.

Furthermore, there are several problems with traditional
lamp circuits. When a low voltage lamp is presented to ANSI
reference ballast, it increases the current, hence violates the
UL requirement. Similarly, power consumption is more in
the traditional lamps.

Also, when a traditional approach of adding a capacitive
coupling between the retrofit lamp and ballast to add a
reactive component to the lamp impedance and throttle back
current is implemented, the approach does not work during
compatibility testing for two reasons: the difference in
power level that a compatible compact florescent lamp
(“CFL”) LED lamp is seeking to bridge (50%) is larger than
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what is typically bridged in HID or linear fluorescent or
other lamps (20-30%). This further requires a smaller
capacitance that introduces a much larger reactive compo-
nent to the lamp impedance. This larger reactance creates
compatibility issues with ballasts that operation at lower
frequencies and its impedance is higher and thus causes the
ballast to turn off after hitting its over voltage protection
limit or other protection circuitry.

Further, the CFL ballasts last longer than T8 ballasts and
thus the age and variety of ballasts that the LED lamp needs
to support is much larger than what is required by T8 lamps.
Therefore, high compatibility cannot be achieved with a
simple reactive circuit.

Presently, Cree has designed and manufactured a T8
(tubular 1-inch diameter) LED fluorescent replacement
lamp. In this lamp, LEDs strings with plurality of LEDs are
arranged in parallel. The circuits for the components on each
end of the lamp are shown in FIGS. 1A and 1B. 102 and 104
are test points on a PC board. FIG. 1A shows the circuit that
connects the parallel strings of LEDs through a resistor R1.
Points 106 and 108 are the shorted returns on the ballast.
FIG. 1B shows the circuit for the Inductor L1/resistor R2
section. Points 202 and 204 are power from the ballast. 102
and 104 are printed circuit board (“PCB”) rest points.
Dimming fluorescent ballasts keep the same voltage across
the lamps but lowers the current that works out well for LED
lights since LEDs are current-controlled components. How-
ever, the ballasts are constant current sources.

Hence, there exists a need to design and develop a retrofit
LED lamp with an electrical circuit that may increase the
compatibility of the lamps with the existing ballasts, when
such lamps replace the available fluorescent lamps or HID
lamps, with a constant voltage source ballast. Also, there is
a need to imply constant voltage source ANSI reference
ballast with the retrofit LED lamps. Further, this also creates
a need to reduce the power consumption during the opera-
tion of the lamps.

SUMMARY OF THE INVENTION

The present invention provides an LED retrofit lamp that
efficiently replaces HID or fluorescent lamps by maximizing
their compatibility with the ballasts available in the market.

It is an objective of the present invention to provide such
an LED lamp with maximum compatibility with the ANSI
reference ballasts that further satisfies UL requirements.

It is further an objective of the present invention to
provide a reference ballast that functions as a constant
voltage source.

It is another objective of the present invention to provide
an LED lamp that includes one or more LEDs driven by a
dual mode circuit. The dual mode circuit efficiently offers
two modes of function to the LED lamp, where in one of the
modes, namely ballast testing mode, the LED lamp is
provided with a low frequency current waveform (25 kHz);
while in the other mode, namely field ballast operation
mode, the LED lamp is provided with a high frequency
current waveform (40-60 kHz).

It is further an objective of the present invention to
provide a retrofit LED lamp that consumes less power,
without compromising with the efficiency.

It is also an objective of the present invention to provide
an LED lamp that has maximum compatibility with the large
installed base of ballasts in the market.

Further, an embodiment of the present invention provides
the dual mode circuit for LED lamp that includes a field
effect transistor (FET) and a bypass capacitor connected
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across the FET. The dual mode circuit allows the LED lamp
to operate in two modes; in ballast testing mode with an
input current at 25 kHz frequency, the FET is in open circuit,
and the current from the ballast is throttled to the LEDs via
a bypass capacitor and in actual field ballast operation mode
with an input current at 40-60 kHz frequency, the FET is
short circuited and the LED lamp is directly driven by the
ballast.

Furthermore, an embodiment of the present invention
provides an LED lamp to be driven by a dual mode circuit,
where the dual mode circuit comprises a thevenin equivalent
circuit used as an equivalent for traditional cathode heaters
used in fluorescent lamps. The operating ballast with the
LED lamps provides a constant voltage to the one or more
LEDs of the lamp via the thevenin equivalent circuit, which
provides impedance to the lamp. The dual mode circuit
further comprises capacitors that couple the LEDs with the
ballast, where the capacitors are not small enough to offer
material reactive impedance but also allows changing the
reference lamp to a single ended structure and only using a
single FET to latch the lamp on or off.

Another embodiment of the present invention provides
the dual mode circuit including an RC filter (resistor-
capacitor circuit) and a comparator (U1A) connected across
the LEDs. During the ballast testing mode, due to insuffi-
cient current, the RC filter and the comparator are not
conducting, causing the FET to be in open circuit; and the
current is passed via the bypass capacitor to the LEDs. LEDs
of the lamp in this mode operate but at a very low power.
This is referred to as “pre-latch” mode. Sufficient impedance
is presented to the lamp by the thevenin circuit and the
coupling capacitors; this allows the ANSI ballast tester to
pass the testing mode.

A yet another embodiment of the present invention pro-
vides the actual field ballast operation mode of the dual
circuit for LED lamp. During this mode, a high current is
passed through the circuit via the ballast, at 40-60 kHz. High
frequency current is passed through the bypass capacitor.
Therefore, LEDs operate at a high power; the RC filter and
the comparator start conducting, causing the FET to short
circuit. Resultantly, the FET starts conducting current, and
the LEDs of the lamp are directly driven by the FET. This
is referred to as a “latch” mode.

BRIEF DESCRIPTION OF THE DRAWINGS

The preferred embodiment of the invention will herein-
after be described in conjunction with the appended draw-
ings provided to illustrate and not to limit the scope of the
invention, wherein like designation denote like element and
in which:

FIGS. 1A and 1B illustrate a design of the circuit for the
LED lamps developed by Cree;

FIG. 2 illustrates a UL ANSI reference ballast from ANSI
(C82.3, 2002 for lamp ballasts-Reference Ballasts for Fluo-
rescent Lamps; and

FIG. 3 illustrates a dual mode electric circuit for the
operation of one or more LEDs of the retrofit LED lamp, in
accordance with an embodiment of the present invention.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

In the following detailed description of embodiments of
the invention, numerous specific details are set forth in order
to provide a thorough understanding of the embodiment of
invention. However, it will be obvious to a person skilled in
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art that the embodiments of the invention may be practiced
with or without these specific details. In other instances well
known methods, procedures and components have not been
described in detail so as not to unnecessarily obscure aspects
of the embodiments of the invention.

Furthermore, it will be clear that the invention is not
limited to these embodiments only. Numerous modifica-
tions, changes, variations, substitutions and equivalents will
be apparent to those skilled in the art, without parting from
the spirit and scope of the invention.

The present invention provides an LED lamp operating
through a dual mode electrical circuit 300 that enables the
LED lamp to have maximum compatibility with the UL
ANSI ballasts available in the market. The reference ballast
provided in the current invention functions as a constant
voltage source rather than a constant current source. Further,
in the present invention a thevenin equivalent circuit is
implemented as an equivalent for the ANSI reference ballast,
to provide a constant voltage source for the LED lamp to
operate. The Thevenin Equivalent Circuit is used as an
equivalent for traditional cathode heaters used in fluorescent
lamps. Therefore, it may be interchangeably used as cathode
heater equivalent.

FIG. 2 illustrates a UL ANSI ballast circuit. FIG. 2 is
taken from C82.3-2002, American National Standards, for
lamp ballasts—Reference Ballasts for Fluorescent Lamps.
In the FIG. 2, a reference resistor 202 is connected with a
high frequency power supply. 206 and 208 denote the
switches in the circuit. The current terminals in the circuit
are represented by 210 and 212; whereas the potential
terminals are 204, 214 and 216. High Frequency reference
ballasts may be used in a circuit employing separate power
sources to heat the lamp cathodes for proper starting of the
lamp. These power sources shall be disconnected when
measuring a lamp.

However, while replacing a fluorescent lamp with an LED
lamp, the manual re-wiring of the lamp and the ballast may
be required. To avoid such requirements, compliance cir-
cuits are helpful. The present invention provides an LED
lamp implementing an ANSI reference ballast compliance
circuit that efficiently satisfies the UL requirement.

FIG. 3 illustrates a design of the electrical circuit 300 that
helps the arrays of LEDs 302 to operate, and hence the LED
lamp to illuminate, in accordance with an embodiment of the
invention. The circuit 300 is used for enabling the LED
lamps to replace HID or fluorescent lamps, and hence to
enable compatibility of the LED lamp with the ballasts. As
known in the prior technology, the fluorescent lamps use
cathode heaters to impart initial heating of the gas inside the
fluorescent lamps, where the cathode heaters are heated
using a DC voltage or a low frequency source.

The four pins, shown in FIG. 3 voltage input V1, working
as the input power source terminals, are further connected
with the ANSI reference ballast equivalently working as a
thevenin equivalent circuit, shown as 304 in FIG. 3, in order
to drive the arrays of LEDs 302.

Many types of ballasts require cathode heaters to be in
place in order to function properly. Using just capacitors, in
the present invention, to simulate cathode heaters would
transfer no power to the LEDs. Hence, the lamp would not
function. Also, some ballasts use DC cathode heater voltage
for functioning. Therefore, it is necessary to use a relatively
high impedance resistor in parallel with a relatively low
impedance capacitor in order to maximize compatibility of
the replacing LED lamps with installed ballasts and thus,
minimize power transfer to the lamp. Consequently, the
thevenin circuit 304 reduces power consumption in the LED
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lamps and also offers support to those ballasts that use a DC
or low frequency source to heat the cathodes of the fluo-
rescent lamps. This thevenin circuit 304 of resistors arranged
in a circuit provides thevenin equivalent circuit to the
present invention.

As mentioned above, in the present invention, the cathode
heaters are replicated with a combined RC circuit, including
resistors: thevenin circuit 304 and capacitors.

Further, according to the circuit 300 shown in FIG. 3, the
arrays of LEDs 302 are then capacitively coupled to the
ballast using capacitors. The capacitors are not small enough
to offer material reactive impedance but allow changing the
reference LED lamp to a single ended structure and use only
a single field effect transistor (FET) to latch the LED lamp
on or off. In an embodiment of the present invention, the
number of capacitors coupling the LED lamp to the ballast
is four, arranged in a parallel connection. As shown in FIG.
3, C1, C2, C3 and C4 are the capacitors coupling the LED
lamp.

According to the present invention, the electrical circuit
300 as shown in FIG. 3 offers a dual mode operation for the
LED lamp to function that further helps in enabling maxi-
mum compatibility of the LED lamps with the present ANSI
reference ballasts in the market. This further helps in satis-
fying the UL requirements. Hence, the LEDs arrays 302
operate in two modes: first mode is referred to as “ANSI
ballast testing”, while the other operating mode is referred to
as “field ballast operation”.

The electrical circuit 300, shown in the FIG. 3, further
comprises two bypass circuits 3064 at both the inputs. Each
bypass circuit 306a includes a field effect transistor (FET),
306, and a bypass component (C14) to provide current to the
LEDs array 302 in the above mentioned dual modes. Fur-
thermore, the circuit 300 includes an RC filter, 308, and a
comparator 310 in connection with the arrays of LEDs 302.

During the ANSI ballast testing mode, the operating
ballast with the LED lamp is tested in order to check for
compatibility. In testing mode, a low frequency current
waveform is presented to the LED lamp. During this mode,
the electric circuit 300 operates in limited conduction mode
when exposed to a low frequency thevenin equivalent circuit
304. The thevenin equivalent circuit 304 acts as the ANSI
reference ballast for the LED lamp.

Due to the insufficient current frequency through the LED
lamps, the RC filter 308 and the comparator 310 connected
in the circuit do not operate. This causes the FETs 306 of
both the bypass circuits 306a to remain OFF as well, that
means the FETs in the bypass circuits are not conducting
current through it and are in an open circuit. Therefore,
during the ANSI ballast testing mode, due to insufficient
current through the circuit 300, the RC filter 308, the
comparator 310 and the FETs are not operating.

This is a “pre-latch” mode of operation, where the LED
lamp presents higher circuit impedance, through the RC
combination circuit including the thevenin circuit 304 and
the capacitors. Since impedance is a function of frequency,
where impedance increases with decreasing capacitance and
decreasing frequency and vice versa. Therefore, at a lower
current frequency, the RC combination circuit offers higher
impedance. Higher impedance continues until a sufficient
threshold of conduction has been reached to bring the RC
filter 308 into regulation, and turn on the comparator 310
and thus the FETs. This is done to keep the LED lamp in the
“pre-latch” mode during ANSI ballast testing to present
sufficient impedance to the ANSI ballast tester to pass the
test.
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Therefore, in the situation when FETs 306 are in open
circuit and not conducting, the only path to conduct current
and drive the arrays of LEDs 302 is through the bypass
component that is a capacitor (C14), which is connected
across the FET 306. The low frequency current waveform is
presented to the LED lamp by effectively throttling the
current using bypass capacitor C14. The LEDs are still
working but at a low level of power of what is actually
required for an LED lamp to illuminate completely. The
same holds for both the bypass circuits (306a).

In an embodiment, during the ANSI ballast testing mode,
a 25 kHz, 270V rms current waveform is applied to the LED
lamp. The circuit operates in a limited conduction mode
when exposed to a 25 kHz thevenin equivalent circuit, acting
as an equivalent ballast defined by ANSI, with a reactive
throttle containing maximum current.

Once the ANSI reference ballast passes the test in the first
mode, it is considered to be compatible with the LED lamp.
Therefore, after the ANSI ballast testing mode, the dual
mode circuit 300 offers “field ballast operation mode” to the
LED lamp. During the field ballast operation mode, a high
frequency current is applied across the arrays of LEDs 302.
As mentioned above, impedance is a function of frequency,
thus in a field ballast operation, a high current frequency
lowers the impedance offered by the RC combination circuit
(thevenin circuit 304). Hence, high current starts to flow
through the circuit, and coupling through the bypass capaci-
tors is much higher in this mode. Now, sufficient current has
been conducted through the pre-latch mode to operate the
arrays of LEDs 302 through the coupling capacitors and
further to bring the RC filter 308 and the comparator 310
into regulation.

Thereafter when RC filter 308 and the comparator 310 are
regulated, the current drives and the FETs 306 are, resul-
tantly, short circuited. This causes the FETs 306 to conduct,
and thus allowing the LED lamp to be directly driven by the
ballast. Hence, in the field ballast mode, the current is passed
through the FETs 306, which drives the arrays of LEDs 302
and hence generates illumination.

Therefore, in the field ballast mode, the arrays of LEDs
302, RC filter 308, the comparator 310, and hence the FETs
306 are operating, and the LED lamp is now referred to
operate in a “latched” state. In an embodiment of the present
invention, during the field ballast operation, the ballasts
operate at 40-60 kHz, providing higher current frequency
through the circuit 300 shown in FIG. 3. The LED lamp is
capacitively coupled to the ballast, thus the lamp impedance
is a function of frequency. Therefore, at higher frequencies
(40-60 kHz of a “real” ballast) the LED lamp is more
conductive and more likely to latch; whereas at lower
frequency (25 kHz) of the ANSI ballast, it is much less
conductive and less likely to “latch”.

In an embodiment of the present invention, the dual mode
circuit 300 includes a bipolar junction transistor to latch the
LED lamp on or off; and further to allow the LED lamp to
be directly driven by the ballast when operating in field
ballast operation mode.

Conclusively, the present invention provides an LED
lamp that is able to operate in dual mode, while enabling
maximum compatibility with the ANSI reference ballasts,
and hence is successful in replacing fluorescent lamps. The
arrays of LEDs 302 comprised in the lamp are mounted on
a PCB circuit 300, where the PCB circuit 300 provides
operation in dual mode, namely, ANSI ballast testing mode
and field ballast operation mode. As described above, during
the ANSI ballast testing, at lower frequency of current, the
LED lamps work in “pre-latch” mode. Whereas, during the
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field ballast operation, at higher frequency of current, the
LED lamp works in the “latch” mode.

Advantageously, the circuit reduces the power consump-
tion in the LED lamp without compromising with the
illumination generated. Further, the electrical circuit of the
present invention offers maximum compatibility with the
available ANSI ballasts in the market, and hence allows the
LED lamps to effectively replace fluorescent lamps. Fur-
thermore, the present invention satisfies the UL requirement
by enabling compatibility of the ANSI ballasts with the LED
retrofit lamps using a dual mode circuit.

We claim:

1. A retrofit LED lamp operating compliant with UL ANSI
reference ballasts comprising:

one or more LEDs mounted on a dual mode PCB circuit

to generate illumination; and

the dual mode PCB circuit to enable operation of the said

LEDs, the said circuit providing input current to the
LEDs at two modes of operation including: a ballast
testing mode, where a 25 kHz waveform is presented to
the LEDs via at least one Thevenin Equivalent Circuit
in order to throttle the current inputted to the LEDs; and
a field operation mode, where the ballasts operate at a
current frequency range of 40-60 kHz, driving the one
or more LEDs of the LED lamp.

2. The retrofit LED lamp of claim 1, wherein the dual
mode PCB circuit further comprises an RC filter or RC
circuit and a comparator or operational amplifier connected
across the one or more LEDs.

3. The retrofit LED lamp of claim 1, wherein the dual
mode PCB circuit when operating in the ballast testing
mode, the current waveform from the Thevenin Equivalent
Circuit is bypassed across a Field Effect Transistor (FET)
using a bypass capacitor; making the RC filter and the
comparator to remain OFF; further causing the FET in open
circuit and throttling the current to the one or more LEDs
through the bypass capacitor.

4. The retrofit LED lamp of claim 1, wherein the dual
mode PCB circuit when operating in the field operation
mode, the bypass capacitor is fed with a high frequency
current ranging between 40-60 kHz; regulating the RC filter
and comparator; short circuiting the FET in result; and
driving the one or more LEDs of the LED lamp.

5. The retrofit LED lamp of claim 1, wherein the Thevenin
Equivalent Circuit acting as cathode heater equivalent cir-
cuit further comprises combination of resistors to reduce
power consumption in the LED lamp and provides support
to the ballast that uses a DC or low frequency source for
heating fluorescent or HID lamps.

6. The retrofit LED lamp of claim 1, wherein the dual
mode PCB circuit further includes capacitors to couple the
LED lamp with the UL ANSI reference ballast and the
cathode heater equivalent circuit, enabling one or more FET
to latch the LED lamp between a high impedance low
brightness case and a low impedance high brightness case.

7. The retrofit LED lamp of claim 1, wherein the dual
mode PCB circuit can include one or more Bipolar Junction
Transistors to latch the LED lamp between a high impedance
low brightness case and a low impedance high brightness
case.

8. An LED retrofit lamp compliant with ballast of the said
fluorescent or HID lamps, the LED lamp comprising:
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one or more LEDs for generating illumination; and

a dual mode PCB circuit for operation of the one or more
LEDs, the circuit comprises one or more bypass cir-
cuits including field effect transistor (FET) to latch the
LED lamp between a high impedance low brightness
case and a low impedance high brightness case; and a
bypass component connected across the field effect
transistor (FET) to throttle an input current to the one
or more LEDs when the FET is in open circuit; and

where the dual mode PCB circuit provides input current
at two modes of operation including:

a ballast testing mode, where a 25 kHz current waveform
is presented to the one or more LEDs via a cathode
heater equivalent circuit in order to keep the FET in
open circuit and throttle the current inputted to the one
or more LEDs through the bypass circuit; and

a field operation mode, where the ballasts operate at a
current frequency range of 40-60 kHz, short circuiting
the FET and driving the one or more LEDs.

9. The retrofit LED lamp of claim 8, wherein the dual
mode PCB circuit further comprises an RC filter or an RC
equivalent circuit and a comparator connected across the one
or more LEDs.

10. The retrofit LED lamp of claim 8, wherein the dual
mode PCB circuit when operating in the ballast testing
mode, the RC filter and the comparator do not regulate;
further causing the FET in open circuit and throttling the
current to the one or more LEDs through the bypass com-
ponent.

11. The retrofit LED lamp of claim 8, wherein the dual
mode PCB circuit when operating in the field operation
mode, the bypass circuit is fed with a high frequency current
ranging between 40-60 kHz; regulating the RC filter and the
comparator; short circuiting the FET in result; and driving
the one or more LEDs of the LED lamp.

12. The LED lamp of claim 8, wherein the cathode heater
equivalent circuit comprises combination of resistors and
capacitors to reduce power consumption in the LED lamp
and provides support to the ballast using a DC or low
frequency source for heating fluorescent or HID lamps.

13. The LED lamp of claim 8, wherein the dual mode
PCB circuit further includes capacitors to couple the LED
lamp with the ballast and the cathode heater equivalent
circuit, enabling single FET to latch the LED lamp on or off.

14. The LED lamp of claim 8, wherein the bypass circuit
in the dual mode PCB circuit includes a capacitor connected
across the FET.

15. The retrofit LED lamp of claim 8, wherein the dual
mode PCB circuit can include one or more Bipolar Junction
Transistor to latch the LED lamp on or off.

16. The LED lamp of claim 8, wherein the ballasts are UL
ANSI reference, and the PCB dual mode circuit operates
being compatible with the UL, ANSI standards.

17. The LED lamp of claim 8, wherein the LED lamps are
retrofit lamps and can replace any conventional gas dis-
charge lamps.



